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Code Alt Ref Material Finish Wavelength 
Range, nm

Beam 
Height, 
mm

Path 
Length, 
mm

Volume, 
mL

Closure 
Type

Ext Dims, w 
x d x h, mm

Price

CEL2070 117-104-10-40 Quartz 
suprasil/glass

Clear 200-2500 Any 10 1.4 Septum 
seal

12.5 x 12.5 
x 45

 £239.00

Absorbance Cuvettes for Hermetic Seal Sampling

In cases where a reaction or measurement has to take place in a controlled atmosphere or 
under anaerobic conditions a hermetically sealed cuvette may be required. These cells are 
sealed with a silicon seal and screw cap. In cases where a liquid or gas has to be added a 
cap with a septum seal can be supplied where the seal can be punctured by the needle of a 
syringe for injection or removal of sample/reactants. Sealed cells can withstand pressures 
up to 3 bar. 

Code Alt Ref Description Material Ext Dims,                
w x d x h, mm

Price

CEL2096 013-101-71 Spacer for using 1mm cuvette 
in 10mm holder

Aluminium 12.5 x 9 x 35  £54.00

CEL2098 013-102-71 Spacer for using 2mm cuvette 
in 10mm holder

Aluminium 12.5 x 8 x 35  £54.00

CEL2100 013-105-71 Spacer for using 5mm cuvette 
in 10mm holder

Aluminium 12.5 x 5 x 35  £54.00

CEL2102 040-111-722 FEP tube set long/shrt connect FEP 2x 500mm  £33.90
CEL2104 040-222-72 PTFE tube set long/shrt 

connect
PTFE 2x 500mm  £67.00

CEL2106 9-307-011-
4-507

Hellmanex III cleaning 
concentrate, 1L

— —  £58.00

CEL2108 325 Cell holder for cleaning 4 x 
10mm cells

— —  £62.00

Cuvette Accessories

Hellma Fluorescence Cuvettes

General purpose cuvettes for fluorescence measurements in the visible wavelength range 
(320 to 2500nm). Available for the following sampling types: 

• Static sampling - the simplest most common way of using a cuvette, just fill it 
with sample or standard, replace the lid or stopper  if necessary and place it in the 
spectrophotometer’s cell holder, close the lid and make the measurement

• Flow-through - enables the measurement of a continuous stream of sample which can be 
from a bulk quantity or from a bubble segmented feed from multiple samples picked up 
by an auto-sampler or some other sample handling system, CEL2088 is supplied with 2x 
M6 screw connectors for the connection of FEP tubing, autoclavable when disconnected

•  Hermetic seal - ideal for cases where a reaction or measurement has to take place in a 
controlled atmosphere or under  anaerobic conditions, sealed with a silicon seal and screw cap
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